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With touchscreen 
• Minimal radiation exposures

• 160 cm floating tabletop with electromagnetic brakes

• Normal domestic power supply (3 KW only)

• 15,6” Color Display touchscreen 

• 129 standard organ programs APR

• Convenient and user friendly

• Universal iron cassette-holder ( CR / DR )

• LED X-ray collimator  with double lamels

• Remote control for diagnosis

UNIVET HF with touchscreen
Simply a Best - seller
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Univet HF X-Ray System

STANDARD version

Univet 400 HF
400 mA

32 KW

120 KV

Rotanode

Univet 300 HF
300 mA

20 or 32 KW

100-120 KV

Rotanode

Univet 160 HF
150 mA

10 KW

100 KV

10"



Technical features
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Univet 400 HF

mA Performances 400 Focus display Small - Large X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 32 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient table-top

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp range 40 ÷ 120 Total filtration ≥2,0mm Al Mode Manual - automatic

mAs range 0,1 ÷ 100
Twin focal spot m/m 0,6/1,3

Computing data by microprocessor

Time display 0,001 ÷ 1,25 Sec. Electromagnetic 
brake On 4 way tabletop

Univet 300 HF

mA Performances 300 Focus display Small - Large X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 20/32 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient table-top

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp range 40 ÷ 100/120 Total filtration ≥2,0mm Al Mode Manual - automatic

mAs range 0,1 ÷ 100
Twin focal spot m/m 0,8/1,8

Computing data by microprocessor

Time display 0,001 ÷ 1,25 Sec. Electromagnetic 
brake On 4 way tabletop

Univet 160 HF

mA Performances 150 Focus display Small X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 10 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient table-top

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp range 40 ÷ 100 Total filtration ≥2,0mm Al Mode Manual - automatic

mAs range 1,0 ÷ 54
Fixed focal spot m/m 2,8

Computing data by microprocessor

Time display 0,006 ÷ 0,42 Sec. Electromagnetic 
brake On 4 way tabletop



Technical features

ACCURATE VET program:

• All species: DOGS, CATS, EXOTICS. • Accurate anatomical program • Remote control for diagnosis • Fast: just 3 steps to X-ray

www.comeselectro.it
www.multimage.biz

Veterinary Medical Equipment

Manufacturer

19
33

 - 
20

23

Easy integration with CR/DR



With touchscreen 
• High-frequency X-ray device with shortest exposure times

• 160 cm or 180 cm floating tabletop with electromagnetic brakes

• Normal domestic power supply (3 KW only)

• 15,6” Color Dispaly touchscreen 

• 129 standard organ programs APR

• Convenient and user friendly

• Universal iron cassette-holder ( CR / DR )

• LED X-ray collimator  with double lamels

• Remote control for diagnosis

MAXIVET HF Fixed Focus
Highest Performances
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Maxivet HF X-Ray System

Optional 
available space 
for PC

Maxivet 500 HF
500 mA

40 KW

125 KV

Rotanode tube head

Maxivet 400 HF
400 mA

32 or 40 KW

125 KV

Rotanode tube head

Maxivet 300 HF
300 mA

32 KW

125 KV

Rotanode tube head

10"



With touchscreen 
• Powerful high-frequency generator

• Mobile motorized culumn

• 160 cm or 180 cm floating tabletop with electromagnetic brakes

• Normal domestic power supply (3 KW only)

• 15,6” Color Dispaly touchscreen 

• 129 standard organ programs APR

• Convenient and user friendly

• Universal iron cassette-holder ( CR / DR )

• LED X-ray collimator  with double lamels

• Remote control for diagnosis

MAXIVET HF Mobile Focus

Tilting 
X-Ray tube

A Top Choice
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Maxivet HF X-Ray System

Maxivet 500 HF
500 mA

40 KW

125 KV

Rotanode tube head

Maxivet 400 HF
400 mA

32 or 40 KW

125 KV

Rotanode tube head

Maxivet 300 HF
300 mA

32 KW

125 KV

Rotanode tube head

Mobile motorized column

10"
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Maxivet 300 HF - Monobloc

mA Performances 300 Focus display Small – Large X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 32 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient top-table

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp adjustment 40 ÷ 125 Total filtration ≥1,0mm Al Mode Manual - automatic

mAs adjustment 0,1 ÷ 100
Rotating anode 

Kw max. 11/32 Computing data by microprocessor

Twin focus m/m 0,6/1,3Time display 0,001 ÷ 1,25 Sec. Electromagnetic 
brake On 4 way tabletop

Maxivet 400 HF - Tube head

mA Performances 400 Focus display Small – Large X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 40 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient top-table

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp adjustment 40 ÷ 125 Total filtration ≥1,0mm Al Mode Manual - automatic

mAs adjustment 0,1 ÷ 100
Rotating anode 

Kw max. 22,5/47 Computing data by microprocessor

Twin focus m/m 1,0/2,0Time display 0,001 ÷ 1,25 Sec. Electromagnetic 
brake On 4 way tabletop

Maxivet 500 HF - Tube head

mA Performances 500 Focus display Small – Large X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 40 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient top-table

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp adjustment 40 ÷ 125 Total filtration ≥1,0mm Al Mode Manual - automatic

mAs adjustment 0,1 ÷ 100
Rotating anode 

Kw max. 18/50 Computing data by microprocessor

Twin focus m/m 0,6/1,5Time display 0,001 ÷ 1,25 Sec. Electromagnetic 
brake On 4 way tabletop



Technical features

Optional 
carbon clutches

ACCURATE VET program:
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Optional 
available space 
for PC

• All species: DOGS, CATS, EXOTICS.
• Accurate anatomical program
• Remote control for diagnosis

• Fast: just 3 steps to X-ray
• Optional DAP meausurement

Easy integration with CR/DR

Available space for PC

Robust design

LED X-Ray collimator



Flat Panel technical parameters
• Detector Advanced Technology: Amorphous Silicon

• Scintillator: Csl

• Active Area: 17×17” (45x43 cm)

• Pixel Pitch: 127 µm

• A/D convertion: 16 bit/pixel

• Spatial Resolution: 3.9 lp/mm

• Dimension: 460 x 460 x 15.5 mm

• Weight: 4.0 kg

MAXIVET DR with Flat-Panel System
Premium Solution
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Maxivet DR fully digital X-Ray system

Maxivet 500 HF
500 mA

40 KW

125 KV

Rotanode tube head

Maxivet 400 HF
400 mA

32 or 40 KW

125 KV

Rotanode tube head

Maxivet 300 HF
300 mA

32 KW

125 KV

Rotanode tube head

LED X-Ray collimator

Optional monitor  
keyboard holders
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Optional 
carbon clutches

Fully integrated digital X-ray systems

Image display in only seconds

Highest image quality and gray-scale dynamics

Flexibility with maximum latitude on X-ray dose

4 way floating table top with electronic brake

Integrated control of X-Ray system and detector
(image processing software)

Installation in one day



Fluoroscopy & Radiography in a single solution
• High resolution

• High quality

• Automated anatomical setting

• Minimum doses of irradiation 

• One click for access 

• Remote diagnosis

MAXIVET DUAL-X with Dynamic Flat Panel System
Fluoroscopy & Radiography 
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Maxivet DUAL X HF

Maxivet 500 HF
500 mA

40 KW

125 KV

Rotanode tube head

Fluoroscopy
High resolution

High quality

Monitor 23,8”
full HD LCD

PC workstation 64 bit

Dynamic Flat-Panel 
System waterproof

43×43 cm



Technical features

Optional 
carbon clutches
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• Dynamic Flat-Panel System
Waterproof

43×43 cm

PC workstation

Robust design

LED X-Ray collimator
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Fluoroscopy
High resolution

High quality

• Automated anatomical setting

• Minimum doses of irradiation 

• One click for access 

• Remote diagnosis

RADIOLOGICAL technical features

 mA performances  500

Voltage supply 230V – 50 Hz single phase

Power Kw max. 40

Source < 3 Kw

KVp adjustment 40 ÷ 125

mAs adjustment 0,1 ÷ 100

Focus 0,3 – 1,0 mm

Total filtration >=1,0mm Al

Patient table-top Floating two movements 

Electromagnetic brake On 4 table movements

Dynamic Flat-Panel System technical features

Sensor type a-Si TFT + PIN type

Scintillator CsI:TI

Total pixel matrix 3072 x 3072 full resolution

Acrive area 430,0 x 430,0 mm

Energy range (KVp) 40 ~ 150

Resolution (lp / mm) 140 µm full resolution

A / D (bit) conversion 14 / 16

Data interface GigE - Camera link - 5GigE

Dimensions / weight 470 x 470 x 20 mm / 6,0 kg
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Fluoroscopy 

& Radiography 
in a single 
solution

 



Highlights
• Ergonomic walk-on electrically height adjustable X-ray table

• Min 45 cm – max 85 cm

• Floating table with electromagnetic brakes

• Available in 3 different sizes: 

140x68cm - 160x68cm - 180x68cm

• Robust design

Elevating X-Ray Table

Floating tabletop 

Max height: 85cm

Universal CR/DR holder

Min height: 45cm

Clever Solution
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Elevating X-Ray Table 



Highlights
• Ergonomic walk-on electrically height adjustable X-ray table

• Min 45 cm – max 85 cm

• Floating table with electromagnetic brakes

• Available in 3 different sizes: 

140x68cm - 160x68cm - 180x68cm

• Robust design

SuperMAX
The Professional choice

TOP version
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SuperMAX

SuperMAX 
500 HF

500 mA

40 KW

125 KV

Rotanode tube head

SuperMAX 
400 HF

400 mA

32 or 40 KW

125 KV

Rotanode tube head

SuperMAX 
300 HF

300 mA

32 KW

125 KV

Rotanode tube head

Motorized rotation X-Ray tube
 (evolution version)

Axial rotation column
 (evolution version)

Motorized up-down X-Ray tube

Motorized elevation table

Cassette-Holder Stand: synchronized 
moviment with X-Ray tube up-down

 (evolution version)

Motorized up-down ortostatic stand
 (evolution version)

Motorized longitudinal mov. column 
with electro-synchronized mov. cassette
 (evolution version)
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SuperMAX 300 HF - Monobloc

mA Performances 300 Focus display Small – Large X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 32 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient top-table

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp adjustment 40 ÷ 125 Total filtration ≥1,0mm Al Mode Manual - automatic

mAs adjustment 0,1 ÷ 100
Rotating anode 

Kw max. 11/32 Computing data by microprocessor

Twin focus m/m 0,6/1,3Time display 0,001 ÷ 1,25 Sec. Electromagnetic 
brake On 4 way tabletop

SuperMAX 400 HF - Tube head

mA Performances 400 Focus display Small – Large X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 40 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient top-table

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp adjustment 40 ÷ 125 Total filtration ≥1,0mm Al Mode Manual - automatic

mAs adjustment 0,1 ÷ 100
Rotating anode 

Kw max. 22,5/47 Computing data by microprocessor

Twin focus m/m 1,0/2,0Time display 0,001 ÷ 1,25 Sec. Electromagnetic 
brake On 4 way tabletop

SuperMAX 500 HF - Tube head

mA Performances 500 Focus display Small – Large X-ray foot switch Two steps

Voltage supply
230V - 50/60 Hz single phase

or
110V - 60 Hz single phase

Anatomical 
programs 129 LED Collimator Continuosly adjustable light 

beam type with cross indicator

Power Kw max. 40 Technical mode Two point: KV - mAs Focused grid
(optional)

103 Lam/I - 10:1 Ratio
or 200 Lam/I - 10:1 Ratio

Source < 3 Kw Compensation 
supply Automatic Patient top-table

Floating two movements 160×68 
cm (optional shorter table-top: 

140×68 cm)

KVp adjustment 40 ÷ 125 Total filtration ≥1,0mm Al Mode Manual - automatic

mAs adjustment 0,1 ÷ 100
Rotating anode 

Kw max. 18/50 Computing data by microprocessor

Twin focus m/m 0,6/1,5Time display 0,001 ÷ 1,25 Sec. Electromagnetic 
brake On 4 way tabletop



X-Ray table with column
• X-Ray table with floating table top, mecanical brake, 

autocentering, universal cassette-holder and grid-holder. 

Execution complete with universal column for monoblocs or 

portable x-ray systems.

X-Ray table without column
• X-Ray table with floating table top, mecanical brake, 

autocentering, universal  cassette-holder and grid-holder.

Available in two sizes: 140×68, 160×68 or 180×68 cm.

Standard  X-Ray tables 

BASIC version
with column

BASIC version
without column

ELEGANT version
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140/160/180 cm

X-Ray Tables



Universal basic
• Heigh: 180 cm

• Structure in epossidic painted steel

• Universal column for portable X-Rays

• Adjustable height in 3 positions

Wall supports for portable X-Rays
• Fixed wall-supports

• One arm wall supports 

• Two arms wall supports 

Stands and wall-supports

Wall supports for monoblocs
• Fixed wall supports

• One arm wall supports

• Two arms wall supports 
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Wall supports for portable X-Rays
Universal basic
 stand

Available also 
as dismountable
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Made       
in Italy


